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This data sheet states the specifications of the standard unit according to VDI 2198. Changes to tyres, mast or additional installations may result in 

deviating values. Errors, changes, improvements and adjustments due to design are reserved. With the publication of a new data sheet this data sheet 

loses its validity. 

HL3ES13 

> Load capacities: 1.300 kg  

> fork length: 920 mm  

> minimum fork height: 100 mm  

> Agile and emission-free  

> Easy maintenance and servicing 

> Comfort driver’s seat from GRAMMER 
 

HL3ES15 

> Load capacities: 1.500 kg  

> fork length: 920 mm  

> minimum fork height: 100 mm  

> Agile and emission-free 

> Easy maintenance and servicing 

> Comfort driver’s seat from GRAMMER 

Electric Forklift HL3ES13 and HL3ES15 

The HanseLifter HL3ES is perfectly suited for working in small spaces. Due to the characteristic turntable steering 

axle, the powerful AC-synchronous drive and the compact design, the HL3ES is especially maneuverable and 

extremely agile. 

The low-maintenance AC drive motors and oil-bath multi-disk brakes make the three-wheel electric forklift 

particularly easy to maintain and ensure a long service life. The cockpit of the HL3ES three-wheel electric stacker is 

functional and clearly arranged, so that all operating elements are always in view. Control levers are easily 

accessible and can be operated without having to reach around. The battery for the electric truck is mounted 

directly under the driver's seat, ensuring a low center of gravity and easy access. In the battery equipment you can 

choose between different quality models of the manufacturers WERBAT and HOPPECKE. As standard, the three-

wheel electric forklift trucks are equipped with capacities from 500 Ah to 750 Ah at an operating voltage of 48 V. 

 

Translated with www.DeepL.com/Translator (free version) 

Accessories and 

attachments  

ON REQUEST 

HanseLifter 
3-wheel-electric 
forklift HL3ES-AC6 
1,3-1,5t 
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Properties 
MODELLE HL3ES13 & HL3ES15 

 

 

 

 

 

 

 

 

 
 
 
 
 
 
 
 
 

  

  
 
 
 
 

 
 
                                 
                       Load capacity: max. 1.500 kg 

  

 
 

 
 

                     Clearly arranged cockpit 
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Data table 
 

Technical Data part 1 
 

D
is

ti
n

gq
u

is
h

in
g 

M
ar

ks
  

 

 Manufacturer  HanseLifter 

 Model  HL3ES13 HL3ES15 

 Drive  Elektro 

 Operation  Sitz 

 Load capacity/load kg 1300 1500 

 Load center distance mm 500 

 Load distance mm 355 360 

 Wheelbase mm 1358 

W
ei
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 Own weight incl. battery kg 3120 3240 

 Axle load with load front/rear kg 4100/620 4350/690 

 Axle load without load front/rear kg 1440/1680 1440/1800 
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 Tyres  SE/SE 

 Tire size, front  18x7 -8 

 Tire size, rear  15x4.5 -8 

 Wheels, number front/rear (x=driven)  2x/2 

 Track width, front b1o (mm) 910 

 Track width, rear b11 (mm) 175 
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 Inclination mast / fork carriage 
forward/backward 

a/ß(°) 6/6 5.5/6 

 Mast height (retracted) h1 (mm) 1995 

 Free stroke h2 (mm) 145 

 Lifting height h3 (mm) 3000 

 Mast height extended h4 (mm) 3945 

 Height protective roof low h6 (mm) 2040 

 Standard canopy height h6 (mm) 2130 2155 

 Seat height/stand height h7 (mm) 1000 

 Coupling height h10 (mm) 500 

 Total length l1 (mm) 2818 2823 

 Length incl. Fork back l2 (mm) 1898 1903 

 Total width b1 (mm) 1086 

 Fork dimensions s/e/l (mm) 35/100/920 

 Fork carriage ISO 2328, Klasse/Typ A, B  IS02328 2A 

 Fork carriage width b3 (mm) 1000 

 Ground clearance with load under mast m1 (mm) 100 

 Ground clearance center wheelbase m2 (mm) 110 

 Working aisle width for pallet 1000 x 1200 
crossways 

Ast (mm) 3237 

 Working aisle width for pallet 800 x 1200 
lengthwise 

Ast (mm) 3360 

 Turing radius Wa (mm) 1555 

 Smallest pivot point distance B13 (mm)  
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Technical Data part 2 
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 Travel speed with/ without load km/h 16/16 

 Lifting speed with/without load m/s 0.380/0.470 0.370/0.450 

 Lowering speed with/ without load m/s 0.460/0.440 0.460/0.420 

 Tractive force with/ without load N 3300 /3900 3200 /3800 

 Max. tractive force with/ without load N 11600/1150
0 

11500/11400 

 Gradeability with/ without load % 16/18 15/17 

 Max. gradeability with/ without load % 20/20 18/20 

 Acceleration time with/ without load s 4.7/4.3 4.8/4.4 

 Service Brake  hydraulisch 

 Parking Brake  mechanisch 
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 Drive motor, power S2 60 min. kW 4,75/4,75 

 Hoist motor, power at S3 15 kW 9,5 

 Battery according to DIN 43531/35/36 A, 
B, C, nein 

 DIN43531 A 

 Battery voltage/ nominal capacity K5 V/Ah 48/500 

 Battery weight kg 920 

 Battery Dimensions L/W/H l/b/h(mm) 830x630x627 

 Battery weight min. kg 850 

 Battery weight max. kg 1000 

 Energy consumption kWh/h 4.6 5.0 

o
th

er
 

 Type of drive control  AC/AC 

 Manufacturer  CURTIS 

 Working pressure for attachments bar 150 150 

 Oil flow for attachments l/min 35 35 

 Hydraulic tank volume Liter 26 

 Sound pressure level according to EN 
12053, driver’s ear 

dB(A) 73 

 Trailer hitch, type DIN  Ø 24 Pin 
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Mast table 
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overall height 
 

freelift 
 

tilt angle 
 

 
capacity (c=500mm) 

lowered 
h1 

 

angehoben h3 
raised 

raised 
 

500 mm 
load centre 

with load 
protection 

grid  

without 
load 

protection 
grid 

 

with load 
protection 

grid 
 

without load 
protection grid 

forward  backwards HL3ES1
6-AC6 

HL3ES18-
AC6 

mm mm mm mm mm mm Grad / degree kg kg 
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3000 1995 3945 3565 145 145 5.5 6 1600 1800 

3300 2145 4245 3865 145 145 5.5 6 1600 1800 

3500 2245 4445 4065 145 145 5.5 6 1600 1800 

3600 2295 4545 4165 145 145 5.5 6 1600 1800 

4000 2545 4945 4565 145 145 5.5 5 1600 1800 

4300 2710 5245 4865 145 145 5.5 5 1500 1800 

4500 2820 5445 5065 145 145 5.5 5 1400 1600 

D
u

p
le

x 

3000 1995 3955 3595 1050 1410 5.5 6 1600 1800 

3300 2145 4255 3895 1200 1560 5.5 6 1600 1800 

3500 2245 4455 4095 1300 1660 5.5 6 1600 1800 

3600 2295 4555 4195 1350 1710 5.5 6 1600 1800 

4000 2545 4955 4595 1600 1960 5.5 5 1600 1800 

Tr
ip
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4300 2010 5255 4895 1065 1425 3.5 5 1500 1700 

4500 2075 5455 5095 1130 1490 3.5 5 1400 1600 

4800 2175 5755 5395 1230 1590 3.5 5 1300 1500 

5000 2240 5955 5595 1295 1655 3.5 5 1200 1400 

5500 2410 6455 6095 1465 1825 3.5 5 1100 1250 

6000 2625 6955 6625 1680 2010 3.5 5 1000 1100 
 

 


